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• For proper throttle lever operation do not 
turn out the adjuster more than 12 mm 
(0.47 in). Also, always adjust the throttle 
lever free play to 3 .. 5 mm (0.12 .. 0.20 in). 

********************************** 

SPARK PLUG INSPECTION 
1.Remove: 
• Spark plug 
2.lnspect: 
• Spark plug type 

Incorrect ｾ Replace. 

Standard spark plug: 
for USA 

DPSEA-9/NGK 
for Canada 

DPRSEA-9/NGK 

3.lnspect: 
• Electrode CD 

Wear/damage ｾ Replace. 
• Insulator ® 

Abnormal color ｾ Replace. 
Normal color is a medium-to-light tan color. 

4.Clean the spark plug with a spark plug 
cleaner or wire brush. 

5.Measure: 
• Plug gap ® 

Use a wire gauge or feeler gauge. 
Out of specification ｾ Regap. 

Spark plug gap: 
O.S .. 0.9 mm (0.031 .. 0.035 in) 

6.Tighten: 
• Spark plug 15\118 Nm (1.8 m . kg, 13 ft . Ib) 1 
NOTE: ______________________ ___ 

Before installing a spark plug, clean the 
gasket surface and plug surface. 
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Download this Manual

http://www.PDFforLess.com/atv/yamaha/1997.Yamaha.YFM600FWAK.Service.Manual.htm

